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DBs 


1 


column with lead-in same row with 
lead-in 


US PAT ' 


2 


column with lead-in same row with 
lead-in 


USOCR 


3 


column with row same leakage 


USOCR 


4 


column with row same hermetric 


USOCR 


5 


column with row same hermetic 


USOCR 


6 


column with row same electrode and 
hermetic near3 seal$ 


USOCR 


7 


column with row same electrode and 
hermetic near3 (sealed or seal) 


US PAT; EPO; JPO; 
DERWENT 


8 


T ■ 1 1 J J 1 t ft If _ . 

column with row with ("same" or 
"simultaneous$") and hermetic near3 
(sealed or seal or package) 


USPAT; EPO; JPO; 
DERWENT 


9 


column with row with "same with 
(layer or deposition or printing or 
time) 


USPAT; EPO; JPO; 
DERWENT 


10 


column with row with "same" with iuSPAT* EPO- JPO; 
(layer or deposition or printing or IderwENT 
time) same (baking or sintering) j 


11 


column with row with "same" with ^USPAT- EPO* JPO' 
(layer or deposition or printing or =DERWENT 
time) same (paste or sinter) ; 


12 


column with row with "same" with 

(layer or deposition or printing or ;USPAT; EPO; JPO; 
time) same (baked or fired or firing j DERWENT 
or fire or sintered) ! 


13 


hermetic with lead-through same paste j 

with (fire or firing or fired or bake jUSPAT; EPO; JPO; 
or baked or baking or sinter or ! DERWENT 
sintering or sintered) same leakage 


14 


hermetic with lead-through same paste 
with (fire or firing or fired or bake 
or baked or baking or sinter or 
sintering or sintered) 


USPAT; EPO; JPO; 
DERWENT 


15 


hermetic with (conductive or conductor 
or lead) same paste with (fire or 
firing or fired or bake or baked or 
baking or sinter or sintering or 
sintered) 


USPAT; EPO; JPO; 
DERWENT 


16 


257/698 and (firing or fired or 
sinter$) same (leak$ or hermetic or 
gas adj tight) 


USPAT 


17 


257/698 and (firing or fired or 
sinter$) and row same column 


USPAT 
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18 


257/698 and row same column 


US PAT 


19 


refractory adj metal with paste with 
conductor same hermetric 


US PAT 


20 


refractory adj metal with paste with 
conductor 


US PAT 


21 


metal adi caste with (fired or sinter 

or sintering or firing or fire or 
sintered) same lead adj through 


US PAT 


22 


metal adj paste with (fired or sinter 
or sintering or firing or fire or 
sintered) same lead-in 


US PAT 


23 


metal adj paste with (fired or sinter 
or sintering or firing or fire or 
sintered) with seal$ 


US PAT 


24 


metal adj paste with (fired or sinter 
or sintering or firing or fire or 
sintered) same conductor same (seal or 
sealed or sealing) not (metal adj 
paste with (fired or sinter or 
sintering or firing or fire or 
sintered) with seal$) 


US PAT 


25 
26 
27 


(refractory adj metal with paste with | USPAT 
conductor ) and gold 


174/52.4 and (leak or leakage or gas !u S p AT 
adj tight) j 


174/52.4 and (reduced with leakage) ;USPAT 


28 


174/52.4 and gas with (leak or luSPAT 
leakage) j 


29 


174/52.4 and (sinter or fire or j 
sintered or fired or sintering or jUSPAT 
firing) same metal near3 paste 


30 


174/52.4 and (sinter or fire or 
sintered or fired or sintering or 
firing) same (metal or refractory or 
platium or tungsten or molybd$) 


US PAT 


31 


174/52.4 and (sinter or fire or 
sintered or fired or sintering or 
firing) same (refractory or platium or 
tungsten or molybd$ or tantalum) 


USPAT 


32 


174/52.4 and (sinter or sintered or 
fire or fired or sintering or firing) 
same (paste or ink) 


US PAT 
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